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1.	 Installation

Picture 1.1

Run Setup. The program is being installed. Please 
follow the installation instructions (picture 1.1 –  
picture 1.5).

 		  	
 Picture 1.2						      Picture 1.3

 		  	  
 Picture 1.4						      Picture 1.5

 If you cancel the installation, a confirmation prompt appears (picture 1.6). 

 		  	  
 Picture 1.6						      Picture 1.7
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2.	 Registration
The KombiTool software has to be activated and registered. When the program is opened for the first time, 
the registration procedure starts (picture 2.1). 

 		
 Picture 2.1						    

To do the software registration click on the button „Produkt-ID kopieren und Webseite öffnen“. Then the 
Becker Webpage opens  with the KombiTool registration form (shown in picture 2.2). The product ID is 
already copied into the clipboard  and may be inserted in the relevant field at form by using the key com-
bination Ctrl+ v (picture 2.3).

 		   
 Picture 2.2						      Picture 2.3

Click on the button „Abschicken“. Then the Software is going to be registered for the person entered in the 
form. After that an E-Mail with activation file will be sent to the E-Mail address entered in the form. 
Without activation file, the software cannot be used. After receiving the activation file starting the software.
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As shown in picture 2.4 the activation file needs to be entered in the relevant input box via click on the 
button “Öffnen…”

 		
 Picture 2.4	

With click on „Lizenz einfügen“ the registration procedure will be finished and a message shown in picture. 
2.5. occurs.
If the registration wasn’t successful a message shown in picture 2.6 occurs.

 		
 Picture 2.5						      Picture 2.6

After installation and registration, the menu structure shown in picture. 2.7 is available. The icon on the 
desktop can be used to start the program. 

 		
 Picture 2.7
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To uninstall the program, use the “KombiTool 8.0 deinst” item.

 		
 Picture 2.8						      Picture 2.9

A confirmation prompt appears (picture. 2.8). If it is answered with “Ja” , the program is uninstalled.

3.	 Program start
A splash window appears for a few seconds during the program start (picture 3.1). Subsequently the start 
window of the KombiTool software appears (picture 3.2).

		
Picture 3.1						      Picture 3.2
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4.	 Program menu

The Program menu contains the following options: 
	 Language change 	 (chap. 4.1)
	 Search interface	 (chap. 4.2)
	 Exit	 (chap. 4.3)

 Picture 4.1

4.1	 Language change

The language change dialog box shows flags for all 
installed languages. The language can be changed 
by selecting the appropriate flag.

Picture 4.1.1

4.2	 Search interface
The Search Interface dialog box makes it possible to define a hardware interface for active frequency con-
verters that are supported by the software (active = switched on and connected to the computer). 
The FC type area (picture 4.2.1, green area) lists all supported frequency converters. Several boxes can 
be checked, if applicable. 
The Interfaces area (picture 4.2.1, red area) lists all serial interfaces that are known to the operating system. 
Several boxes can be checked, if applicable. 
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The Baudrate area (picture 4.2.1, yellow area) lists all supported baud rates. Several boxes can be che-
cked, if applicable.
The FC-IDs area (picture 4.2.1, blue area) can be used to limit the range of IDs to be checked.
If all options are to be included in the search, select All from the Selection drop-down list.
Click Search to start the search (picture 4.2.2).

 		
 Picture 4.2.1						      Picture 4.2.2

If a converter has been found, the message Found: COM X, Baudrate Y, FC-ID Z appears in the text box 
of the dialog window (picture 4.2.3). If the search did not find anything, the message No FC found appears 
in the same window (picture 4.2.4). The KombiTool software remembers the interface where a device has 
been found. The search usually only has to be performed once.

 		  	
 Picture 4.2.3						      Picture 4.2.4

4.3	 Exit
Click the Exit menu item to end the program.
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5.	 Tools menu

The Tools menu contains the following options: 
	 Parameterisation 	 (chap. 5.1)
	 Diagnosis	 (chap. 5.2)

 Picture 5.1

5.1	 Parameterisation
To configure a connected frequency converter, select the Tools: Parameterisation menu item.

Picture 5.1.1

If the message shown in picture 5.1.1 appears, the parameterisation has been started for the first time.  
No interface with connected FCs has been defined yet. 
No (Nein)	 	 to cancel and define an interface (chap. 4.2 Search interface).
Yes (Ja)	 	 to continue.
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5.1.1	 Parameterisation without connected FC

		
Picture 5.1.1.1						      Picture 5.1.1.2

If you click Yes, the Select Converter Type dialog appears (picture 5.1.1.1). In this window, select the con-
verter type for which you want to configure the parameter set, as shown in picture 5.1.1.2.
The parameterisation window appears. Only the Read File and Write File options are available  
(picture 5.1.1.3). Unavailable functions are grey. With the Load Parameterfile window (picture 5.1.1.4), 
you can load a parameter set into the KombiTool software.

 		  	
 Picture 5.1.1.3						      Picture 5.1.1.4

Possible error message:

 Picture 5.1.1.5
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The selected parameter set does not match the selected converter type.

 		
 Picture 5.1.1.6						      Picture 5.1.1.7

Click Write File to save the parameter set (picture 5.1.1.7).

Possible error message:

 
 Picture 5.1.1.8

An attempt has been made to save a parameter set without previously having read a complete parameter 
set from a file.
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5.1.2	 Parameterisation with connected FC
The communication interface has already been defined or an interface has been found by means of the 
Search Interface function. In the FC Preselection dialog window (picture 5.1.2.1), the FC type with which 
communication is to be established has to be selected. All supported frequency converters are available for 
selection. With the min ID and max ID settings, the range within which the FC search is conducted can be 
restricted (picture 5.1.2.2). If the ID is known, it can be entered at min ID and max ID. The following dialog 
window (picture 5.1.2.3) shows which converter(s) has/have been detected at the interface.

 	 		  	
 Picture 5.1.2.1		  Picture 5.1.2.2			   Picture 5.1.2.3

It is possible to load an alternative FC description.
If the connected FC has been detected (picture 5.1.2.3), remove the check mark at Autom. search for FC 
description and click OK.
All description files that match this FC are shown (picture 5.1.2.4). Select the desired description file and 
click OK.

 		   	  
 Picture 5.1.2.4						      Picture 5.1.2.5

The parameterisation window appears. The following options are available (picture 2.1.2.6): 
	 Read File		  (chap. 5.1.1)
	 Write File	  	 (chap. 5.1.1)
	 Read FC
	 Write FC
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 Picture 5.1.2.6						      Picture 5.1.2.7

With Read FC, all parameters are imported from the FC to the KombiTool software. A progress bar shows 
the current status (picture 5.1.2.7). If all parameters have been read successfully, the message shown in 
picture 5.1.2.8 appears. 

 		  	
 Picture 5.1.2.8						      Picture 5.1.2.9

Possible error message: (picture 5.1.2.9):
An error occurred while the parameters were being read. The read parameters are not shown in the para-
meterisation window. The reading process can be repeated.

Click Write FC to write all parameters to the frequency converter after the confirmation prompt  
(picture 5.1.2.10) has been answered with Yes. A progress bar shows the current status (picture 5.1.2.11). 
If all parameters have been transferred correctly, the message shown in picture 5.1.2.12 appears.
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 Picture 5.1.2.10	 Picture 5.1.2.11					    Picture 5.1.2.12

Possible error message:

Picture 5.1.2.13

An error occurred while the parameters were being 
written. The writing process has to be repeated, 
because the parameters were not all transferred.

5.2	 Diagnosis
In the main window, go to the Tools menu and select the Diagnosis function. The FC preselection is per-
formed as described in chapter 5.1.2. Several boxes can be checked, if applicable. The diagnosis window 
is shown.

Picture 5.2.1
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Possible error message:

Picture 5.2.2

The interface is not known yet. See chap. 4.2 Search 
interface.

Picture 5.2.3

There is no connected frequency converter or it was 
not possible to make contact with the connected con-
verter. The diagnosis function cannot be performed.

5.2.1	 FC window
The FC’s menu (picture 5.2.1.1) lists all FCs that are available for diagnosis, with their IDs.

 	
Picture 5.2.1.1

If an FC is selected, a separate FC window opens for each FC (picture 5.2.1.2). Click  to show more 
parameters in this window. Click  to add an additional parameter area (picture 5.2.1.3). In the parameter 
area, the functions described in chapter 5.1 are available.

 		   
 Picture 5.2.1.2			    Picture 5.2.1.3

The FC window is divided into two areas. The lower area (highlighted in yellow in picture 5.2.1.2) is used to 
control a frequency converter, if the converter has been configured to allow control via the USS/SAS protocol.
The other part is used to select diagnostic parameters. All diagnostic parameters are available in the drop-
down list (picture 5.2.1.4). To start the diagnosis, click the  icon in the shortcut bar. Click  to stop the 
diagnosis.
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Picture 5.2.1.4						      Picture 5.2.1.5

5.2.2	 Diagnosis shortcut bar 

Picture 5.2.2.1

Functions:
  		  Start diagnosis
  		  Stop diagnosis
  		  Load diagnostic configuration
  		  Save diagnostic configuration
  	 Set recording cycle every x time units, e.g. 10 sec = every 10 seconds
  		  Recording cycle as fast as possible
  	 Duration of recording
  		  Unlimited recording period
  		  Data is cached in the RAM
  		  Data are written directly to the data carrier
  		  Decimal separator selection
  		  Activate graphic display
 	 File name under which the current data is to be saved. All diagnostic data recorded bet-

ween start and stop is saved to an own file. The file name contains the time stamp of the 
recording. The files are saved in the program directory, in the DATA subfolder.
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5.2.3	 Trigger function

Picture 5.2.3.1

It is possible to start recording diagnostic values 
by means of a trigger. To set up the trigger, click 
in the box with the value to be used as trigger  
(picture 5.2.3.1, red area). 

The following functions can be configured for the trigger:

Start value:
End value:
Pre-run time:
Post-run time:	
Recording time:

Value at which the recording is to be started.
Value at which the recording is to be stopped.
Time that lies before the trigger event and that also has to be recorded.
Time that the recording has to continue after the end value has been reached.
Duration for the recording. If the end value has been reached during this time and 
the post-run time has expired, the recording stops at this point in time.

Picture 5.2.3.2

For the start and end value, the signal edge on 
which the recording should start can additionally 
be selected. 

If a trigger has been set up, the respective diagnostic 
value is framed in black (picture 5.2.3.2).



www.becker-international.com
18

5.2.4	 Graphic display
In the Graphic Display window, the values for which a check mark has been set in the FC window are re-
presented graphically (picture 5.2.4.1).

Picture 5.2.4.1

Functions in the diagnosis window:
  	 Display is restricted to entered min. value
  	 Display is restricted to entered max. value
  		  Display is restricted to the entered values
  		  Clear restriction or switch to automatic display
  		  Show the start of the recording
  		  Scroll backwards through the display
  		  Scroll forwards through the display
  		  Show the end of the display. The current data is updated continuously.

Picture 5.2.4.2

To save the graphic chart as a bitmap, right-click in 
the Graphic Display window (picture 5.2.4.2). 
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6.	 Info menu

Picture 6.1

The Info menu contains the following options: 
	 Version  	 (chap. 6.1)

6.1	 Version

Picture 6.1.1

Program version: 	

Version type:		
Update:			

Version of the KombiTool 
software
Authorisation level
Shows which update is 
installed.
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