DATA SHEET

ST 6XX
OIL LEVEL SWITCH

for oil level monitoring
with oil-lubricated rotary vane vacuum pumps

MAKE IT BECKER.
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OIL LEVEL SWITCH ST 628-0-21
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FF sensor signal
NC falling

pos. supply voltage

Switching Switching Switching Protection max. temperature Order number
voltage current capacity class

V (AC/DC) A (AC/DC) W/VA DIN EN 60529
ST 628-0-21 300/350 0,5/0,7 50/70 IP 65 130 0510-0525 74112199682
OIL LEVEL SWITCH ST 628-0-22
PVC-Kabel bis 120°C
Stellring Kabellange 100mm Anschlussklemme
SChwimmer 2 Dichtung Schrumfschiauch mi | 1E Stecker 180926
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Switching Switching Switching Protection Temperature range Order number
voltage current capacity class
W/VA DIN EN 60529
ST 628-0-22 175 0,5 10 IP 68 -10...+120 0510-0525 74112299682

= Dimensions in mm [inch]



OIL LEVEL SWITCH ST 682-0-5.1
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dispositif d'ouverture en chute

normalmente chiuso - discendente
contacto de apertura descendente
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no conectado

N NO falling
lock ring Schliefer fallend
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Sicherungsring \E dispositif de fermeture en chute

circlip normalmente aperto - discendente
anello di sicurezza contacto de cierre descendente

muelle de sujecion

Switching Switching Switching Protection Temperature range Order number
voltage current capacity class
Vv A W/VA DIN EN 60529 “C
ST 682-0-5.1 48 0.5 10 IP 67 -10..+120 U570-U5301 74110799682

= Dimensions in mm [inch]
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